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THICKNESS
DISC FLANGE

FLOAT

SECTION B-B 
SCALE 4 : 1

NUT CP2494-117

TIGHTENING TORQUE
14.0 NM (10.5 LbFt)

WASHER CP2494-1305

BOBBIN ASSEMBLY
VARIOUS PT No's
SEE CHART

5.50 MINIMUM
6.50 MAXIMUM

SECTION C-C 
SCALE 1 : 1

BB

SECTION A-A 
SCALE 1 : 1

WIDE BOBBIN WITH
RIVETED ARRANGEMENT
GIVES IMPROVED AND
UNRESTRICTED AIRFLOW

NOTE THE CORRECT ORIENTATION OF BOBBINS.
WIDE BOBBIN TOOL AVAILABLE FROM AP RACING
TO ASSIST ORIENTATION WHILST ASSEMBLING.

NOTE;-

BOBBINS HAVE A LETTER
STAMPED ON THEM THAT
CORRESPONDS TO THE
LAST LETTER IN THE PART No.

FOR RECOMMENDED MOUNTING PCØ

DISC MOUNTING PCØ. (VARIOUS)
SEE INDIVIDUAL DISC CUSTOMER DRAWING

BRAKE PADS

O/DIA APPROX PCØ + 15
ENSURE IT CLEARS THE

'X' HOLES 6.450
6.400 THRU EQUI-SPACED

( FINAL SIZE, AFTER ANY TREATMENT.)
CHF. 0.5 x 45  EACH SIDE
FOR QUANTITY 'X' SEE INDIVIDUAL
DISC CUSTOMER DRAWING.

18.0 MIN.
SPOTFACE

C

C

MOUNTING BELL DIMENSIONS TO SUIT AP RACING DISCS AND BOBBINS.
ALL OTHER DIMENSIONS ARE AT THE DISCRETION OF THE CUSTOMER.

IT MAY BE NECESSARY TO ARRANGE CUT-OUTS
AS ILLUSTRATED TO ENCOURAGE DISC COOLING
ON THE BELL SIDE OF THE DISC.
SEE AP RACING CATALOGUE FOR GUIDANCE ON
DISC COOLING AND OTHER ADVICE ON DISCS.
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CP4015-137
WIDE BOBBIN TOOL

2 04/07/06
B4592

WIDE BOBBIN TOOL ADDED.
NOTE REF FLOW ADDED.

# DRA

STANDARD AP RACING 
DISC FLANGE 

THICKNESSES mm
BOBBIN PART No.

NOMINAL DISC 
FLOAT mm

5.05 / 5.00 CP4015-125MC 0.4
CP4015-126MD 0.4
CP4015-142ME 0.2
CP4015-112MP 0.4
CP4015-130MM 0.2

7.55 / 7.50 CP4015-140MS 0.4

BOBBIN / FLOAT CHART

6.35 / 6.30

5.45 / 5.40


