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IT MAY BE NECESSARY TO REMOVE A SMALL AMOUNT OF EXCESS
MATERIAL FROM THE UPPER CALIPER LUG MOUNTING
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PLEASE RETAIN THIS SHEET FOR FUTURE REFERENCE

THIS IS A PICTORIAL VIEW FOR REFERENCE 
ONLY. SOME PARTS MAY VARY FROM THOSE 
SUPPLIED. AP RACING RESERVE THE RIGHT 
TO CHANGE COMPONENTS WITHOUT PRIOR
NOTICE.
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R e f D e s c r ip tio n
1 C a lip e r R ig h t  H a n d 1

C a lip e r L e f t  H a n d 1
2 D is c  R ig h t  H a n d 1

D is c  L e f t  H a n d 1
3 M o u n tin g  B e ll 2
4 M o u n tin g  B rac k e t L H /R H 2
5 P a d  S e t 1
6 B rac k e t  M t g  B o l t 4
7 C le a v lo c  N u t 4
8 C a lip e r  M t g  B o l t 4
9 W a s h e r 4

1 0 D is c  M tg  B o lt 2 4
1 1 W a s h e r 2 4
1 2 D is c  M tg  N u t 2 4
1 3 H o s e  K it 1
1 4 B a n jo 2
1 5 G a s k e t 4
1 6 0 .5 m m  S h im 1 2
1 7 P a d  R e ta ine r B o lt 4
1 8 N y lo n  A rm o ur ing 2
1 9 A n ti-R a ttle  C lip 2
2 0 W a s h e r 8
2 1
2 2
2 3
2 4
2 5

Q T Y

B M W  E 4 6  3 1 8 / 3 2 5 i                                                                      
K IT  N U M B E R  C P 5 5 7 0 - 1 0 1 1  1 7 "  

NEW MIN WORN
28.00mm 27.00mm

BRAKE DISC WEAR

Part Ref # Torque
Bolt/Nut Ref 6/7 68NM

Bolt Ref 8 58NM
Bolt Ref 10 14NM
Bolt Ref 17 13NM

Banjo Bolt Ref 14 25NM
Caliper Bleed Screw 17NM

Tightening Torques

Comments

Cut away bottom corner of splash guard to miss the bracket. Remove pad 
retainer bolt ref 17 to fit anti-rattle clip part ref 19 and retighten to specified 

torque.


