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WIDE BOBBIN (PLAIN HOLE)
 INSTALLATION DRAWING

STAMPED ON THEM THAT
CORRESPONDS TO THE
LAST LETTER IN THE PART No.

NOTE:

17.9 9.5

BOBBINS HAVE A LETTER

25.4CP3845-101
14.327

CP3845-108
9.522.2CP3845-100

12.7

ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE SPECIFIED

BOLT CHART
PART NO. L1 L2

CP3845-107 30.2 17.5
CP3845-102

BOBBIN CHART

BOBBIN PART NO. BOBBIN LENGTH L3
CP7016-120MM 6.525
CP7016-126MV 7.075
CP7016-132MX 7.775
CP7016-139MS 7.925

SECTION A-A 
SCALE 1 : 1

BB

SECTION B-B 

LOBE BOLT
1/4" UNF 6 

SCALE 4 : 1

TIGHTENING TORQUE
14.0 NM (10.5 LbFt)CP7016 TYPE

BOBBIN

CP2494-1305)

FLANGE THICKNESS

2.50
BOBBIN 

0.90

THICKNESS

LENGTH L3

7.20

DISC FLANGE

 
(WASHER

(WASHER
CP2494-1305)

(NUT 

MOUNTING BELL

CP2494-117)

0.90

(TYPICALLY 0.4MM NOM.)

FLOAT =
L3 - DISC FLANGE THICKNESS

ALL OTHER DIMENSIONS ARE AT THE DISCRETION OF THE CUSTOMER.
MOUNTING BELL DIMENSIONS TO SUIT AP RACING DISCS AND BOBBINS.

AS ILLUSTRATED TO ENCOURAGE DISC COOLING

SEE AP RACING CATALOGUE FOR GUIDANCE ON
DISC COOLING AND OTHER ADVICE ON DISCS.

ON THE BELL SIDE OF THE DISC.

Z0.10

IT MAY BE NECESSARY TO ARRANGE CUT-OUTS

Z

THE PADS ARE FULLY WORN.

APPROX O/D = PCD + 15
NOTE: ENSURE THAT THE

SEE INDIVIDUAL DISC CUSTOMER DRAWING
DISC MOUNTING PCD. (VARIOUS)

FOR RECOMMENDED MOUNTING PCD

OD OF THE BELL WILL NOT FOUL
THE PAD BACKING PLATE WHEN

'X' HOLES 6.45
6.40 THRO' EQUI-SPACED

( FINAL SIZE, AFTER ANY TREATMENT.)
CHF. 0.5 x 45  EACH SIDE
FOR QUANTITY 'X' SEE INDIVIDUAL
DISC CUSTOMER DRAWING.C

C

DISC ROTATION DISC ROTATION

VEHICLE DIRECTION

RIGHT HAND DISC

DISC INSTALLATION

LEFT HAND DISC

SECTION C-C 
SCALE 1 : 1

6.50 TYP

1/4" UNF 6 LOBE BOLT

L1

L2


